=CESHI

Cift yiizlli, Sivaiistii montaj
Surface mounted, double sided

Ozellikler

*Polikarbon gévde Uzeri opal kapak
*Surekli,acilde ve kombine ¢alisma sekli
*Sivausti tavana montaj

*T5 8W Floresan ampul veya 18 ledli sistem
*Acil durumda 3 saat yanabilme

*Tum aksesuarlari ile kolay montaj
*Standart sekillerde serigrafi baskili etiket
*Ral9016 beyaz elektrostatik toz boyali
goévde

Teknik Bilgiler Technical Data

Caligma gerilimi
Sebekeden cekilen glg

Working voltage
Mains supply power

Sarj stresi Charge duration

;Acilde 1sik ¢ikis guict Emag.Light output power
Calisma sicakhgi Amp.temp.

Govde sicakhgi Case temp.

Koruma Sinifi Protection grade
Elektrik Sinifi Electrical classification
Standartlar Standards

EN 60598-1, EN 60598-2-22, EN 62034, EN 61347-1
EMC-2004/108/EC, LVD-2006/95/EC

CE, EAC, TSE

Opsiyonel

Dali otomasyon sistemi
Merkezi Batarya sistemi

Aksesuar / Accessuary

Bayrak Aparati / Flag mounting
AAF 150x325x45mm, 380gr.

Code Type
ARDLL3.. Maintained 3W Led
ARDL M2.. Maintained 2W Led
ARDL M5 .. Maintained 5W Led
ARDLM1DA.. DALI Maintained 1/3W Led
ARD M1. . Maintained 8W Flo.
ARD M3 ... Maintained 8W Flo.
ARD CB3. . Maintained 3W Led
ARD CA3.. Maintained 3W Led

PAE SN/ [O] IEA LiFePO,

Goérilebilme mesafesi
Visibility range

27m

Features

*Injection moulted opal diffuser covered PC body
*Maintained, non-maintained or sustained operation
mode

*Surface mounted ceiling

*Fluorescent lamp T5 8W or 18 LED system
*Emergency operation time 3 hour

*Easy installation with all accessory

*Standard pressed or sticker with pictogram shape
*Electrostatic stove enammelling painted sheet
steal body(Ral9016)

1220 - 230 V AC 50/60Hz +%10

: Flo.8W, Led 2W (M2 type)/5W (M5 type)/
3W (L3 type)

: 24 h (first use:48h)

AW (M2 type) / 3W (M5 type) / 3W (L3 type)
1-5°C..45°C

1 75°C

1 1P40

2l

Optional

Automation system for DAL/
Central battery (slave type)

Duration Battery
3h LifePO4 - 3.2V 1500mAh
3h Ni-Cd - 1.2V 1100mAh
1h Li-lon - 3.7V 2000mAh
3h Ni-Cd - 3.6V 1500mAh
1h Ni-Cd - 3.6V 1100mAh
3h Ni-Cd - 3.6V 4000mAh
CB Central Battery - 216V DC
cB Central Battery - 24V DC
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Flux
330Im / 330Im
120Im / 90Im
330Im / 330Im
240Im / 240Im
300Im / 140Im
300Im / 140Im
300Im / 300Im

300im / 300Im

—C0-C180

Data, Photometric Data

cd/kim
—C90-C270

ADS-PXX Etiket, Sticker 310x135mm, 20gr.

Dimension

350x165x105
350x165x105
350x165x105
350x165x105
350x165x105
350x165x105
350x165x105

350x165x105

Weight

470gr.
1100gr.
1200gr.
1200gr.
1400gr.
1400gr.
400gr.

450gr.
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